R
fed,

APPROX.OE ; OF
ERODING BLUFF

SAND FILLED GEOTUBE, TYP.
45" CIRCUMFERENCE-

) ) ' ) /CREST OF SAND FILL COVER

LIKIT OF SAND COVER

=70 —650

HORIZONTAL DISTANGCE ALONG
GEGFUBE TOE PROTECTION

20 30 40 50 60 70 80 90 100 110 j20 130 140 " 150 160 170 180 190

PLAN OF TYPICAL GEOTUBE TERMINAL END — GEOSYNTHETIC TUBES

—40 —20

[FOR_PERMITTING PURPOSES ONLY|

200

SpHingficld, Massachusetts 01103

1350 Maln Streot, Sulte 1012

R MILONE s. MACBROOM?
Oue Flnanclal Pinza

CH13) 2416920 Tax (@13) 2416912

com

Y

DATE

DESCRIPTION

TYPICAL CROSS SECTION - TEMPORARY SLOPE STABILIZATION
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CONSTRUCTION NOTES

1. INSTALL ST FENCE 25" FROM TOP QF BANK

2. EXISTING VEGETATION IS TQO BE REMOVED
FROM THE WORK AREA

3. DUMPSTER AND STOCK PILES TQ BE LOCATED
25" FROM TOP OF BANK

4, CONTRACTCR TO PROVIDE POLICE DETAIL CR OTHER
TRAFFIC CONTROL DEVICE AS REQUIRED 8Y MNANTUCKET
DEPARTMENT OF PUBLIC WORKS

b,

CENERAL NOTES

ALL ELEVATONS ARE BASED OM MEAN
LOW WATER DATUM (M.LW.=0.0").

CONTOURS SHOWN IN 2 FOOT INTERVALS.

EXISTING TOPOGRAHIC SURVEY INFORMATION
SHOWN ON THIS PLAN TAKEM FROM A

LDAR SURVEY PROVIDED BY COL-EAST AND
BLACKWELL, & ASSQCIATES, INC, PERFORMED
ON JULY 15, 2013, AND CAN ONLY REFLECTY
CONDITIONS AS THEY EXISTED AT THE TIME
OF THE SURVEY.
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